
 
 

Standard Features                                  
• 32" Console w/ Front Seat (includes rail & windshield)  
• 34" Leaning Post Assembly (includes cushion & rail)  
• NFB Steering w/ Stainless Steel Wheel  
• 44" Bow Platform w/ Lockable Hatch  
• (4) 8" Stainless Steel Cleats  
• (2) 6" Stainless Steel Angled Bow Chocks  
• Navigation Lights w/ 4-Switch Panel  

• Single Battery Wiring Package  
• 26 Gallon Fuel Tank Package  
• Self-Bailing Cockpit  
• Foam Flotation to Meet or Exceed Safety Standards  
• 10 Year Limited Transferable Hull Warranty  

Specifications 
• Length:  16’ 6" 
• Beam at Gunwale:  7' 6" 
• Beam at Waterline:  6' 4" 
• Draft:  8" 
• Cockpit Depth (average): 18" 

• Transom Height: 20" 
• Fuel Capacity: 26 gallons 
• Hull Weight with Standard Equipment: 1200 lbs 

• Max Capacity: 6 persons or 814 lbs 
   1200 lbs (persons, motor, gear) 

Performance 

• Bow Rails, Side Rails, Quarter Rails 
• Front Seat Cushion 
• Bow Platform Cushion 
• Leaning Post Backrest & Footrest 

• Sport Package Upgrade 

• Tackle Station 
• Canvas Covers for Console and Leaning Post 
• Bow Coaming Kit 
• Bow Dodger with Window (Requires Bow Coaming Kit) 

• 32 Gallon Kodiak Livewell 

• Minimum Horsepower:  40 
• Maximum Horsepower:  75 
• Average Horsepower:  60 
• Top Speed with Maximum Horsepower:  32-35 MPH 
• Hull Plane Speed:  12 MPH 

• Cruise Speed:  18-21 MPH 
• Range at Cruise Speed:  135-150 Miles 

• Fuel Efficiency at Cruise Speed: * 
 Greater than: 6.5 MPG 
 Less than: 3.5 GPH 
 
*Varies based on engine model and horsepower. 

Popular Options 

 

www.maritimeboats.com 

“1690” 


