“23 Defiant”

Standard Features

42" Console Assembly w/ Front Seat
(includes door, rail, & windshield)

34" Leaning Post Assembly (includes cushion & rail)

30"x92" Below Floor/Console Storage Area w/ 50" Headroom

Lockable Bi-Fold Console Door

Full Wrap-Around Non-Skid Deck with Heavy-Duty Rub Rail

44" Bow Platform w/ Lockable Hatch
Hydraulic Steering w/ Stainless Steel Wheel
Trim Tabs w/ LED Indicator & Auto Retract
(4) 10" Stainless Steel Cleats

Bow Bitt and 6" Chock (stainless steel)

Specifications

Length: 23’ 3"

Beam at Gunwale: 8’ 6”
Beam at Waterline: 7’ 6”
Draft: 14”

Cockpit Depth (average): 22

”

Performance

Minimum Horsepower: 115

Maximum Horsepower: 225

Average Horsepower: 150

Top Speed with Maximum Horsepower: 42 - 47 MPH
Hull Plane Speed: 12-14 MPH

Popular Options

Swim Platform with Ladder

Bow Rails, Side Rails, Quarter Rails
Front Seat Cushion

Bow Platform Cushion

Leaning Post Backrest & Footrest
32 Gallon Kodiak Livewell

Raw Water Washdown System

Navigation Lights w/ 6-Switch Panel
Interior Dome Light

Flush Mount Horn w/ Stainless Steel Girill
Auto/Manual Bilge Pump

Under Gunwale Rod Storage

Single Battery Wiring Package

83 Gallon Fuel Tank w/ WEMA Sender
Self-Bailing Cockpit

10 Year Limited Transferable Hull Warranty

e Transom Height: 25”
e Fuel Capacity: 83 gallons
e Hull Weight with Standard. Equipment: 2,500 Ibs

e Max Capacity: 8 persons or 1,950 Ibs
2,900 (persons, motor, gear)

e Cruise Speed: 24-30 MPH
e Range at Cruise Speed: 235-250 Miles

e Fuel Efficiency at Cruise speed: *
Greater than: 4.0 MPG
Less than: 6.5 GPH

*Varies based on engine model and horsepower.

e Tackle Station

e Flush Mounted Rod Holders

e 8" Pop-Up Cleats

e (Canvas Covers for Console and Leaning Post
e Bow Dodger with Window

o 2-Tier Stern Rail

e Heavy Duty Aluminum T-Top

e Gunwale Bolster Kit
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Foam Flotation to Meet or Exceed Safety Standards



